
 
AIR FILTER INSTALLATION INSTRUCTIONS 

 
A. Removing the default air  filter  (air  intake cover , air  intake plate, air  filter ) –  
 
Step-1: In order  to remove the air  intake cover , unscrew the screw as shown on the 
picture.  

 
 
Step-2: In order  to remove the air  intake plate (choke lever  plate), unscrew the two 
long screws as shown on the pictures below. 

 
 
 
 
 
 
 
 
 



 
 
After removing the default air filter, air intake cover, and air intake plate, keep the two 
long screws (from step-2). See the below picture: 

 
 
 
 
 
 
 
 
 
 



Installing the air  filter  kit: 
(You air filter kit should come with the following pieces) 

1- Air Filter (might be cone, UFO, or cylinder shape) 
2- Velocity Stack 
3- Choke lever set (small disc and the lever)  

 
Step-1: Installing the velocity stack kit and choke set (the lever and disc): Please see the 
following three pictures. The order should be  (stack – choke lever – choke disc).  
 

 
 

 
 



 
 

 
 
After installing the velocity stack, choke lever, and choke lever disc, the result should be 
as follow.  

 
 
 
 
 
 
 
 
 
 



Step-2: Now time to install the air filter. In order to do so, loosen the screw on the air 
filter neck as shown on the picture. 

 
 
Last, slide the air filter into the velocity stack as shown on the picture.  
 

 
 
 
 
 
 
 
 
 



Congratulations, you have finished the installation and the result should be as follow: 
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